Z1 HEATER ACTIVATION - STRING 2

1.

PCS1

PCS1

PCS1

ENABLE STRING 2 71 RT DEVICE 1/O

Tasks: 3A Assembly Config
[3A Assembly Config|

‘Primary NCS UB EPS N1 23 RPCM’
cmd Z13B A - Ena

cmd Z13B B - Ena

CRT Inhibit 12, 11 (two) - <blank>

ACTIVATE STRING 2 Z1 HEATERS

Tasks: 3A Assembly Configuration
[3A Assembly Config|

USOS POWER UP/DOWN TASK DISPLAY
lUSOS POWER UP/DOWN TASK DISPLAY |

‘DDCU Htr RPCM Z13B B’

cmd RPC 6,11 (two) - Cl
CPos 6,11 (two) - Cl
Ofripped 6,11 (two) - No

‘PCU and Htr RPCM Z13B B’

cmd RPC 16 - CI
CPos 16 - Cl
Ofripped 16 - No

‘CMG Htrs RPCM Z13B B’

cmd RPC 10,12 (two) - Cl

CPos 10,12 (two) - Cl

Ofripped 10,12 (two) - No

‘EEATCS Non Op Htr RPCM Z13B B’
cmd RPC 7 -Cl

CPos 7-Cl
Ofripped 7 - No
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3. ENABLE STRING 2 SPDA RAIL HEATERS

‘Z14B SPDA Rail Htrs’

cmd Htr A - Ena Opr
Cstatus - Ena Opr

‘Z13B SPDA Rail Htrs’

cmd Htr B - Ena Opr
Cstatus - Ena Opr
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